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>ACOUSTOSCAN

ABN 36 062 949 973
44/59-69 Halstead St South Hurstville NSW 2221
admin@acoustocan.com.au

TESTCERTIFICATE

Product Labelled as: “Eclipse Soils Softfall Pine Chip Mulch” supplied by
“Eclipse Soils”

This is to certify that the product as received by Acoustoscan has ben assessed according to the
impact test procedure and meets the Australian Standard: AS 4422 :2016

Critical Fall Height: > 3.0 m

Critical Fall Compaction
Test Date Product: Tested Wet and Dry Height (h) Depth #
31/07/2026 Eclipse Soils Softfall Pine Chip Mulch >3.0 £ 0.3m 70mm

Recommended Installation depth: 300mm

Retest Date: July 2029
Reference:  Archive sample held by Acousto-Scan 7187

The Australian Standard AS 4422 :2016 details the usage of impact absorbing materials in children’s playgrounds and defines
relevant terms and conditions.

The Impact Attenuation Surface (IAS) shall have product labelling that uniquely identifies the product and its
critical fall height. The product shall be labelled as Eclipse Soils Softfall Pine Chip Mulch.

Loose particulate material should be installed to the depth of 300mm and should never be below 200 mm.
Regular Maintenance is required to maintain this level.

This material shall also conform to the requirements of AS4685.0.2017.

Maintenance shall conform to AS4685.0.2017.

Installed and tested to 200mm depth. All loose fill material shall be installed to a minimum depth of 300mm and not allowed to
drop below 200mm.

The results are only for the items tested. Test results will vary over time with varying climatic conditions.

Grant Humphreys o, &

Laboratory Director SN 77,
3 =z, F 4 .
Date: 04/08/2026 ilé// % NATA
e
{',//R\\‘} )" 4
KT Accreditation No. 14363

1y, 2
SN %, V4 \ /
jocwes  NATA
%~ N CheckedBy Date 04/08/2026

(AN Accrediatca N 1

Accredited for compliance with ISO /IEC 17025 - Testing. Accreditation number 14383
L4_09_F3 NATA ILAC CFH - Bark v22




